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Quartz Crystal Overview 
 

 

 

DIMENTIONS  FREQUENCY RANGE PARTNUMBER     

l/w/h in mm  (max) 

____________________________________________________________________________________________  

     

2,0 / 1,2 / 0,6   32,768 KHz  IC  5     

3,2 / 1,5 / 0,8   32,768 KHz  IC  6     

4,9 / 1,8 / 0,9   32,768 KHz  IC  7     

7,0 / 1,5 / 1,4   32,768 KHz  IC  8     

8,2 / 3,8 / 2,5   32,768 KHz  IC  9     

 

1,6 / 1,2 / 0,3   26,0 to 80,0 MHz IC 10     

2,1 / 1,7 / 0,5   24,0 to 50,0 MHz IC 11     

2,6 / 2,1 / 0, 65  16,0 to 80,0 MHz IC 12     

3,4 / 2,7 / 0,75   10,0 to 125,0 MHz IC 13     

5,0 / 3,2  / 0,7  10,0 to 125,0 MHz IC 14     

5,2 / 3,4 / 1,1   10,0 to 125,0 MHz IC 15     

6,0 / 3,5 / 1,0   8,0 to 125,0 MHz IC 16      

6,2 / 3,7 / 1,2   8,0 to 150,0 MHz IC 17     

7,0 / 5,0 / 1,2   7,37 to 150,0 MHz IC 18     

11,4/ 4,6 / 4,1  3,20 to 70,0 MHz IC 21     

11,4 / 4,6 / 3, 3  3,20 to 70,0 MHz IC 22     

10,7/ 4,3 / 3,5   3,20 to 70,0 MHz IC 23     

10,7 / 4,3 / 2,8   3,20 to 70,0 MHz IC 24     

 

11,0 / 4,6 / 13,5  1,80 to 150,0 MHz IC 25      

 

8,3 / 3,0   20,0 to 200,0 KHz IC 26     

6,2 / 2,0   20,0 to 200,0 KHz IC 27     

6,0 /  2,0  20,0 to 200,0 KHz IC 28     
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Oscillators Overview 

 
 

DIMENTIONS  FREQUENCY RANGE PART NUMBER POWER SUPPLY   OUTPUT  

l/w/h in mm (max)             

              

 

Quartz Crystal Oscillator 

2,5 / 2,0 / 0,9   2,0 to 50,0 MHz  IO 10  1,8 V/2,5  V/3,3  V  CMOS   

2,6 /  2,1 / 1,0   32,768 KHz  IO 11  1,8 V/2,5  V/3,3  V  CMOS  

 

3,2 / 2,5 / 1,2   2,0 to 100,0 MHz IO 12  1,8 V/2,5  V/3,3  V  CMOS 

3,2 /  2,5 / 1,2   32,768  KHz  IO 13  1,8 V/2,5  V/3,3  V  CMOS  

 

5,2 / 3,2 / 1,2   0,5 to 135,0 MHz IO 14  1,8 V/2,5  V/3,3  V  CMOS  

5,2 /  3,2 / 1,2   32,768 KHz  IO 15  3,3 V    CMOS 

5,2 / 3,2 / 1,2   0,5 to 135,0 MHz IO 16  5,0 V    CMOS /TTL 

5,2 / 3,2 /  1,2  13,0 to 160,0 MHz IO 17  2,5 V/3,3  V   CMOS(LOW EMI) 

5,2 / 3,2 /  1,2  40,0 to 160,0 MHz IO 18  2,5 V/3,3  V   L VPECL 

 

7,2 / 5,2 / 1,4   0,5 to 156,0 MHz IO 19  1,8 V/2,5  V/3,3  V  CMOS/TTL 

7,2 /  5,2 / 1,4   32,768 KHz  IO 20  3,3 V    CMOS 

7,2 / 5,2 / 1,4   0,5 to 156,0 MHz IO 21  5,0 V    CMOS /TTL 

7,2 / 5,2 /  1,4  13,0 to 160,0 MHz IO 22  2,5 V/3,3  V   CMOS(LOW EMI) 

7,2 / 5,2 /  2,0  25,0 to 800,0 MHz IO 23  2,5 V/3,3  V   L VPECL 

7,2 / 5,2 /  1,4  40,0 to 800,0 MHz IO 24  2,5 V/3,3  V   LVDS 

 

VCTCXO / TCXO 

5,0 / 3,2 / 1,4   10,0 to 26,0 MHz IO 26  2,7 V/3,3  V 

7,0 / 5,0 / 2,0   12,0 to 20,0 MHz IO 27  3,0 V 

 

VCXO 

5,2 / 3,4 / 1,2   1,0 to 52,0 MHz  IO 28  3,3 V/5,0  V   CMOS 

7,2 / 1,2 / 1,8   1,0 to 52,0 MHz  IO 29  3,3 V/5,0  V   CMOS  

                      

 

OCXO 

13,2/ 13,2/ 5,5   0,4 to 200 MHz  IO 30  1,8 V/2,5  V/3,3  V/5,0  V  TTL/CMOS 

20,4/ 12,9/ 5,5   0,4 to 200 MHz  IO 31  1,8 V/2,5  V/3,3  V/5,0  V  TTL/CMOS 
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Resonators Overview 

 
DIMENTIONS   FREQUENCY RANGE  PART NUMBER   

l/w/h in mm (max)  

______________________________________________________________________________________________ 

         

IR ZTA  (None Capacitor) 

 

10,0 /  5,0 /  7,5   1,79 to 8,00 MHz  IR ZTA MG    

10,0 /  5,0 /  10,0  6,00 to 13,00 MHz  IR ZTA MT    

10,0 / 5,0 /  10,0  12,00 to 60,00 MHz  IR ZTA MX  

  

9,5 / 4,0 /  5,5   1,79 to 6,00 MHz  IRZTAWS  

   

7,4 / 3,4 / 1,8    2,0 to 8,0 MHz   IR ZTA CC MG    

 

4,5 / 2,0 / 1,2    4,0 to 8,0 MHz   IR ZTA CR MG    

 

4,7 / 4,1 / 1,2    6,0 to 13,0 MHz   IR ZTA CS MT    

4,7 / 4,1 / 1,2    13,0 to 60,0 MHz  IR ZTA CS MX    

 

3,7 / 3,1 / 1,0    8,0 to 13,0 MHz   IR ZTA CV MT    

3,7 / 3,1 / 1,0    16,0 to 60,0 MHz  IR ZTA CV MX    

 

2,5 / 2,0 / 1,2    20,0 to 60,0 MHz  IR ZTA CW MX    

 

 

IR ZTT (Builtðin capacitor) 

 

9,5 / 4 ,0 /  5,5   1,79 to 6,00 MHz  IR ZTTWS 

 

7,4 / 3,4 / 1,8    1,8 to 8,00 MHz   IR ZTT CC MG 

 

6,0 / 3,0 /1,6    2,00 to 12,00 MHz  IR ZTTCP   

 

4,5 / 2,0 / 1,2    4,0 to 8,0 MHz   IR ZTT CR MG    

 

4,7 / 4,1 / 1,2    6,0 to 13,0 MHz   IR ZTT CS MT    

4,7 / 4,1 / 1,2    13,0 to 60,0 MHz  IR ZTT CS MX    

  

3,7 / 3,1 / 1,0    8,0 to 13,0 MHz   IR ZTT CV MT    

3,7 / 3,1 / 1,0    16,0 to 60,0 MHz  IR ZTT CV MX    

  

2,5 / 2,0 / 1,2    20,0 to 60,0 MHz  IR ZTT CW MX    
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SAW Overview 

IS SR 
SAW Resonator  

Dimensions  l/w/h in mm (max)  3,0 x 3,0   

  3,8 x 3,8  

  5,0 x 5,0 

  7,0 x 5,0  

 F11 or TO39 or DCC6C 

Center Frequency 433,92 MHz  

 

 

 

IS RF 
RF SAW FILTER 

Dimensions  l/w/h in mm (max)  3,0 x 3,0   

  3,8 x 3,8  

  5,0 x 5,0 

  7,0 x 5,0  

 F11 or TO39 

Frequency Range 139 ~ 2650 MHz 

 

IS IF 
IF SAW FILTER 

Dimensions  l/w/h in mm (max)  3,0 x 3,0   

  3,8 x 3,8  

  5,0 x 5,0 

  7,0 x 5,0  

 F11 or TO39 

Frequency Range 35.46 MHz  ~ 666.667 MHz 
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IC 5  

 

Clock Crystal    

Dimensions  l/w/h in mm (max) 2,0  x 1,2 x 0,6 

Frequency 32,768 KHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  ± 20 ppm (±0,002%) 

Frequency Stability at -40°C to +85°C -0,03 ppm ± 0,01/°C² typ. 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 12,5 pF ±1,0 pF 

Motional Capacitance (C1) 7,0 pF typ. 

Shunt Capacitance (C0) 1,3 pF typ. 

Series Resonance (R1) 60 KOhm typ., 90 KOhm max. 

Drive Level ɛW max. 0,5 typ.  

Aging (df/F) first year at 25°C ± 5 ppm 
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IC 6   

 

Clock Crystal      

Dimensions  l/w/h in mm (max) 3,2  x 1,5 x 0,8 

Frequency 32,768 KHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  ± 20 ppm (±0,002%) 

Frequency Stability at -40°C to +85°C -0,034 ppm ± 0,01/°C² typ. 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 12,5 pF ±1,0 pF 

Motional Capacitance (C1) 0,0038 pF typ. 

Shunt Capacitance (C0) 1,6 pF typ. 

Series Resonance (R1) 80 KOhm max. 

Drive Level ɛW 0,1 typ. 0,5 max 

Aging (df/F) first year at 25°C ± 3 ppm 
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IC 7   

 

Clock Crystal      

Dimensions  l/w/h in mm (max) 4,95 x 1,82 x 0,96 

Frequency 32,768 KHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability at -40°C to +85°C -0,034 ppm ± 0,06/°C² typ. 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 12,5 pF ±1,0 pF 

Shunt Capacitance (C0) 2,0 pF max. 

Series Resonance (R1) 80 KOhm typ., 90 KOhm max. 

Drive Level ɛW max. 0,1 typ. 1,0 max 

Aging (df/F) first year at 25°C ± 5 ppm 
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IC 8  

 

Clock Crystal      

Dimensions  l/w/h in mm (max) 7,0 x 1,5 x 1,4 

Frequency 32,768 KHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability at -40°C to +85°C -0,034 ppm ± 0,008/°C² typ. 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 12,5 pF 

Shunt Capacitance (C0) 0,8 pF typ. 

Series Resonance (R1) 65 KOhm max. 

Drive Level ɛW 0,1 typ. 1,0 max 

Aging (df/F) first year at 25°C ± 3 ppm 
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IC 9 

 

Clock Crystal      

Dimensions  l/w/h in mm (max) 8,0 x 3,8 x 2,5 

Frequency 32,768 KHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  ± 20 ppm 

Frequency Stability at -40°C to +85°C -0,034 ppm /°C² typ.± 0,008/°C² max 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 12,5 pF 

Shunt Capacitance (C0) 1,55 pF typ. 

Series Resonance (R1) 35 KOhm typ., 50K Ohm max. 

Drive Level ɛW max. 0,1 typ. 1,0 max 

Aging (df/F) first year at 25°C ± 3 ppm 
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IC 10  

 

Quartz Crystal Unit     

Dimensions  l/w/h in mm (max) 1,6 x 1,2 x 0,3 

Frequency 26,0 MHz to 80,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 8pF/ 12pF/ 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 2,0 pF typ. 

Series Resonance (R1) 26,0 MHz ~ 31,99 MHz  150 Ohm 

 32,0 MHz ~ 37,99 MHz  100 Ohm 

 38,0 MHz ~ 80,0 MHz     80 Ohm 

Drive Level ɛW max. 200 

Aging (df/F) first year at 25°C ± 3 ppm 
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IC 11 

 

Quartz Crystal Unit     

Dimensions  l/w/h in mm (max) 2,1 x 1,7 x 0,5 

Frequency 24,0 MHz to 50,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 8pF/ 12pF/ 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 2,0 pF typ. 

Series Resonance (R1) 24,0 MHz ~ 29,99 MHz  100 Ohm 

 30,0 MHz ~ 37,99 MHz    80 Ohm 

 38,0 MHz ~ 50,00 MHz    60 Ohm 

Drive Level ɛW max. 50 

Aging (df/F) first year at 25°C ± 3 ppm 
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IC 12 

 

Quartz Crystal Unit 

Dimensions  l/w/h in mm (max) 2,6 x 2,1 x 0,65 

Frequency 16,0 MHz to 80,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 10pF/ 12pF/ 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 5,0 pF max. 

Series Resonance (R1) 16,00 MHz ~ 30,00 MHz  100 Ohm 

 30,10 MHz ~ 80,00 MHz   80 Ohm  

Drive Level ɛW max. 50 max. 

Aging (df/F) first year at 25°C ± 3 ppm 
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IC 13 

 

Quartz Crystal Unit 

Dimensions  l/w/h in mm (max) 3,4 x 2,7 x 0,75 

Frequency 10,0 MHz to 125,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 12pF/ 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 7,0 pF max. 

Series Resonance (R1) 10,000 MHz ~ 12,0 MHz  100 Ohm 

 12,001 MHz ~ 16,0 MHz  80 Ohm 

 16,001 MHz ~ 25,0 MHz  60 Ohm 

 25,001 MHz ~ 50,0 MHz   40 Ohm 

              60,000 MHz ~ 80,0 MHz   80 Ohm (3
rd

 OT) 

 80,001 MHz ~ 125,0 MHz  60 Ohm (3
rd

 OT) 

Drive Level ɛW 50 max. 

Aging (df/F) first year at 25°C ± 5 ppm 
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IC 14 

 

Quartz Crystal Unit 

Dimensions  l/w/h in mm (max) 5,0 x 3,2 x 0,7 

Frequency 10,0 MHz to 125,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 12pF/ 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 5,0 pF max. 

Series Resonance (R1) 10,000 MHz ~ 12,0 MHz  100 Ohm 

 12,001 MHz ~ 16,0 MHz   80 Ohm 

 16,001 MHz ~ 25,0 MHz  60 Ohm 

 25,001 MHz ~ 50,0 MHz  40 Ohm 

             60,000 MHz ~ 80,0 MHz   80 Ohm (3
rd

 OT) 

              80,001 MHz ~ 125,0 MHz  80 Ohm (5
th
 OT) 

Drive Level ɛW 50 max. 

Aging (df/F) first year at 25°C ± 3 ppm 
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IC 15 

 

Quartz Crystal Unit 

Dimensions  l/w/h in mm (max) 5,2 x 3,4 x 1,0 

Frequency 10,0 MHz to 125,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 12pF/ 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 7,0 pF max. 

Series Resonance (R1) 10,000 MHz ~ 12,0 MHz  100 Ohm 

 12,001 MHz ~ 16,0 MHz  80 Ohm 

 16,001 MHz ~ 25,0 MHz  60 Ohm 

  25,001 MHz ~ 50,0 MHz   40 Ohm 

              60,000 MHz ~ 80,0 MHz   80 Ohm (3
rd

 OT) 

               80,001 MHz ~ 125,0 MHz   60 Ohm (5
th
 OT) 

Drive Level ɛW 50 max. 

Aging (df/F) first year at 25°C ± 3 ppm 
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IC 16 

 

Quartz Crystal Unit 

Dimensions  l/w/h in mm (max) 6,0 x 3,5 x 1,0 

Frequency 8,0 MHz to 125,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 7,0 pF max. 

Series Resonance (R1) 8,000 MHz ~ 10,0 MHz  80 Ohm 

 10,000 MHz ~ 12,0 MHz  60 Ohm 

 12,001 MHz ~ 50,0 MHz   40 Ohm 

 48,000 MHz ~ 60,0 MHz  80 Ohm (3
rd

 OT) 

              60,001 MHz ~ 125,0 MHz   60 Ohm (3
rd

 OT) 

Drive Level ɛW 50 max. 

Aging (df/F) first year at 25°C ± 3 ppm 
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Quartz Crystal Unit 

Dimensions  l/w/h in mm (max) 6,2 x 3,7 x 1,2 

Frequency 8,0 MHz to 150,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 5,0 pF max. 

Series Resonance (R1) 8,000 MHz ~ 12,0 MHz  80 Ohm 

 12,001 MHz ~ 80,0 MHz  50 Ohm 

              80,001 MHz ~ 150,0 MHz  100 Ohm (3
rd

 OT) 

Drive Level ɛW max. 100 max. 

Aging (df/F) first year at 25°C ± 2 ppm 
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Quartz Crystal Unit 

Dimensions  l/w/h in mm (max) 7,0 x 5,0 x 1,2 

Frequency 7,3728 MHz to 150,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 7,0 pF max. 

Series Resonance (R1) 7,3728 MHz ~ 8,0 MHz   80 Ohm 

      8,001 MHz ~ 12,0 MHz   60 Ohm 

    12,001 MHz ~ 20,0 MHz  40 Ohm  

    20,001 MHz ~ 50,0 MHz   30 Ohm 

 36,000 MHz ~ 50,0 MHz  80 Ohm (3
rd

 OT)  

                 50,001 MHz ~ 125,0 MHz  60 Ohm (3
rd

 OT) 

               100,000 MHz ~ 150,0 MHz  120 Ohm (5
th
 OT) 

Drive Level ɛW 50 max. 

Aging (df/F) first year at 25°C ± 3 ppm 

   

      

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

  Intertec Components GmbH 

Erdinger Straße 45 

85356 Freising/Germany 

Tel: +49-8161 -9913 -0 

Free-Call: 0800-9913 -000  

Fax: +49-8161 -9913 -20 

service@intertec-components.de 

www.intertec-components.de 

Edition December 2014 

22 

IC 21 

 

Quartz Crystal Unit 
HC 49 US 
 
Dimensions  l/w/H in mm (max) 11,4 x  4,6 x  4,1 

Frequency 3,20 MHz to 70,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 7,0 pF max. 

Series Resonance (R1) 3,2 MHz ~ 4,99 MHz    150 Ohm 

                                   5,0 MHz ~ 6,99 MHz   100 Ohm 

                                   7,0 MHz ~ 8,99 MHz     80 Ohm 

                                   9,0 MHz ~ 12,99 MHz    60 Ohm 

                                 13,0 MHz ~ 19,99 MHz    40 Ohm 

                                 20,0 MHz ~ 33,0 MHz    30 Ohm  

                             27,0 MHz ~ 70,0 MHz  100 Ohm (3
rd

 OT)                           

Drive Level ɛW 100 max. 

Aging (df/F) first year at 25°C ± 3 ppm 
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Quartz Crystal Unit    
HC 49 US 
 
Dimensions  l/w/H in mm (max) 11,4 x  4,6 x  3,3 

Frequency 3,20 MHz to 70,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 7,0 pF max. 

Series Resonance (R1) 3,2 MHz ~ 4,99 MHz   150 Ohm 

                                   5,0 MHz ~ 6,99 MHz   100 Ohm 

                                   7,0 MHz ~ 8,99 MHz   80 Ohm 

                                   9,0 MHz ~ 12,99 MHz   60 Ohm 

                                 13,0 MHz ~ 19,99 MHz   40 Ohm 

                                 20,0 MHz ~ 33,0 MHz   30 Ohm  

                             27,0 MHz ~ 70,0 MHz  100 Ohm (3
rd

 OT)                           

Drive Level ɛW 100 max. 

Aging (df/F) first year at 25°C ± 3 ppm 
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Quartz Crystal Unit 
HC 49 US Thru-Hole 
 
Dimensions  l/w/h in mm (max) 10,7 x 4,3 x 3,5 

Frequency 3,20 MHz to 70,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 7,0 pF max. 

Series Resonance (R1) 3,2 MHz ~ 4,99 MHz   150 Ohm 

                                   5,0 MHz ~ 6,99 MHz    100 Ohm 

                                   7,0 MHz ~ 8,99 MHz     80 Ohm 

                                   9,0 MHz ~ 12,99 MHz   60 Ohm 

                                 13,0 MHz ~ 19,99 MHz    40 Ohm 

                                 20,0 MHz ~ 33,0 MHz    30 Ohm  

                             27,0 MHz ~ 70,0 MHz  100 Ohm (3
rd

 OT)                           

Drive Level ɛW 100 max 

Aging (df/F) first year at 25°C ± 3 ppm 
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Quartz Crystal Unit  
HC 49US Thru-Hole Ultra Low 
 
Dimensions  l/w/h in mm (max) 10,7 x 4,3 x 2,8 

Frequency 3,20 MHz to 70,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 7,0 pF max. 

Series Resonance (R1) 3,2 MHz ~ 4,99 MHz   150 Ohm 

                                   5,0 MHz ~ 6,99 MHz   100 Ohm 

                                   7,0 MHz ~ 8,99 MHz   80 Ohm 

                                   9,0 MHz ~ 12,99 MHz  60 Ohm 

                                 13,0 MHz ~ 19,99 MHz  40 Ohm 

                                 20,0 MHz ~ 33,0 MHz  30 Ohm  

                             27,0 MHz ~ 70,0 MHZ  100 Ohm (3
rd

 OT)                           

Drive Level ɛW 100 max 

Aging (df/F) first year at 25°C ± 3 ppm 
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Quartz Crystal Unit 
HC 49U Thru-Hole 
 
Dimensions  l/w/h in mm (max) 11,0 x 4,6 x 13,5 

Frequency 1,80 MHz to 150,0 MHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability in Operating Temp. Range Refer to Ordering Guidance 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 7,0 pF max. 

Series Resonance (R1) 1,80 MHz ~ 1,999 MHz  750 Ohm 

                                   2,00 MHz ~ 2,399 MHz  500 Ohm 

                                   2,40 MHz ~ 3,1999 MHz        300 Ohm 

                                   3,20 MHz ~ 4,199 MHz  100 Ohm 

                                 4,20 MHz ~ 4,899 MHz  70 Ohm 

 4,90 MHz ~ 5,999 MHz  50 Ohm 

                                 6,00 MHz ~ 9,999 MHz   40 Ohm  

                                 10,00 MHz ~ 15,999 MHz    30 Ohm 

                                 16,00 MHz ~ 35,000 MHz   20 Ohm 

                                 20,00 MHz ~ 24,999 MHz    60 Ohm (3
rd

 OT) 

                                 25,00 MHz ~ 100,00 MHz   40 Ohm (3
rd

 OT) 

                                 60,00 MHz ~ 79,999 MHz   80 Ohm (5
th
 OT) 

                                 80,00 MHz ~ 150,00 MHz   60 Ohm (5
th
 OT) 

Drive Level ɛW 100 max 

Aging (df/F) first year at 25°C ± 3 ppm 
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Quartz Crystal Unit  
KHz Range Thru-Hole  
 
Dimensions  l/d in mm (max) 8,3  x  3,0 

Frequency 20,0 KHz to 200,0 KHz 

Operating Temperature Refer to Ordering Guidance 

Frequency Tolerance at 25°C  Refer to Ordering Guidance 

Frequency Stability over Temperature -0.034 ppm / °C² typ. 

Storage Temperature -55°C to +125°C 

Load Capacitance  (CL) 12,5pF/ 16pF/ 18pF/ 20pF/ 30pF/ 32pF or series 

Shunt Capacitance (C0) 1,25 pF typ. 

Series Resonance (R1) 35 KOhm (Typ.) / 50 KOhm (Max.) 

Drive Level ɛW max. 1,0 max. 

Aging (df/F) first year at 25°C ± 3 ppm 

   

 

     

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


