
   

 
ANNEX A 

EICTA “HD ready 1080p” * 
Minimum Requirements for Display Devices 

 
 
1. Scope 
 
The EICTA “HD ready” logo is recommended as a quality sign for the differentiation of display 
equipment, capable to process and display HD signals, awarded on the basis of minimum 
functionality requirements. In addition to providing guidance for the dealers and consumers, the 
logo should restrict misuse in advertisements e.g. HD capability for standard TV (SDTV) sets 
with progressive scanning. 
 
The EICTA “HD ready” logo is awarded to display equipment capable of presenting HD sources 
with a much higher resolution than standard PAL (576i) and meeting all the requirements 
detailed in the EICTA “HD ready” Logo License Agreement. 
 
To allow Licensees to differentiate between their display devices based on additional qualifiers 
defined on top of those outlined in the Minimum Requirements of the EICTA “HD ready” logo 
and specifically related to handling and representing “1080p” video signals, EICTA has created 
an additional combined “HD ready” Logo and “1080p” qualifier Logo with Minimum 
Requirements as specified hereafter. 
 
EICTA does hereby however not wish to suggest that these requirements as such would 
constitute a sufficient criterion for deducting performance qualifications when evaluating display 
devices in terms of video resolution. 
 
 
2. Combined “HD ready” Logo and “1080p” qualifier Logo 
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3. HD reception and presentation 
 
The following figure illustrates the HD reception and presentation chain consisting of a HD set 
top box (HD STB) and a HD display device, or of an integrated HDTV television (HDTV) 
combining both parts within one device. The “HD ready” Logo and the combined “HD ready” 
Logo and “1080p” qualifier Logo only address the HD display device part. 
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4. Minimum Requirements for the combined “HD ready” Logo and “1080p” 
qualifier Logo 
 
The EICTA "HD ready 1080p" Minimum Requirements for display devices are neutral towards 
the technology used (plasma, LCD, DLP, DLA, LCoS, CRT, ...) as well as the implementation 
thereof (flat panel, rear projection, front projection, direct view, ...). 
 
A display device has to cover the following requirements to be awarded the combined 
“HD ready” Logo and “1080p” qualifier Logo: 
 
 

1. Display, display engine 
• The minimum native resolution of the display or display engine is 1080 

physical lines. The display or display engine uses a minimum of 1920 pixels 
in horizontal direction. 

• The display device can reproduce all of the mandatory supported video 
formats with the correct non-deformed picture aspect ratio. 

• The display device has a mode in which it will display on its screen without 
overscan / with underscan the full picture of the mandatory supported HD 
video formats that have a sampling definition of 1920x1080 (1080i, 1080p) 
and that are received in digital format. 

• The display device can reproduce any of the required 1080p video formats 
with the same or a higher frame rate – while using at least 1080 physical 
lines combined with a minimum of 1920 pixels in horizontal direction. 

 
 

2. Video Interfaces 
• The display device accepts HD input via: 

o Analogue YPbPr1, and 

o DVI or HDMI 

 

• The analogue HD capable input (YPbPr) accepts the following HD video 
formats: 

o 1280x720 @ 50 and 60Hz progressive (“720p”), and 

                                                 
1“HD ready 1080p” display devices support analogue YPbPr as a HD input format to allow full compatibility 
with today's HD video sources in the market. Support of the YPbPr signal should be through common 
industry standard connectors directly on the “HD ready 1080p” display device or through an adaptor easily 
accessible to the consumer. 



   

o 1920x1080 @ 50 and 60Hz interlaced (“1080i”) 

 

• The digital HD capable input (DVI or HDMI) accepts the following HD video 
formats: 

o 1280x720 @ 50 and 60Hz progressive (“720p”), and 

o 1920x1080 @ 50 and 60Hz interlaced (“1080i”), and 

o 1920x1080 @ 24 and 50 and 60 Hz progressive (“1080p”) 

 

• The digital HD capable input (DVI or HDMI) supports content protection 
(HDCP) 

 

 

Technical reference:
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The technical references as detailed hereafter or in a later backward compatible revision apply: 

 
DVI DDWG, “DVI Visual Interface”, rev. 1.0, April 2, 1999 as further qualified in EIA/CEA-861 rev. 

B, “A DTV Profile for Uncompressed High Speed Digital Interfaces” May 2002, furthermore 
allowing both DVI-D and DVI-I connectors, requiring compliance to both 50 and 60Hz profiles, 
and requiring support for both 720p and 1080i video formats. 
 

HDMI HDMI Licensing, LLC, “High-Definition Multimedia Interface”, rev. 1.0, December 9, 2002 
 

HDCP Intel, “High-Bandwidth Digital Content Protection System”, rev. 1.1, June 9, 2003 (Note: on 
DVI HDCP rev. 1.0 or rev. 1.1 will apply) 
 

YPbPr CEA-770.3 rev. C, November 2001, with the notice that the connectors required may be 
available only through an adaptor 
 

 
 
 
 
 
 
 
 
 
 
______________ 
 
* Panasonic supports the technical specification but objects to the release of the logo in 2007. 
Hitachi does not agree to having a display video format with the same or a higher frame rate 
than 1080p, and the inclusion of 1920x1080 @ 24 as one of the supported video formats. 
 




